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Ellora Well 

OVERVIEW

Ellora Well allows room for the largest power adapters on the 
market, so charging laptops is fast, easy and discreet. The deep 
well creates easy cord management, and includes room to plug 
in most anything. The seamless edges allow for a wide range 
powder coated finishes.

SPECIFICATIONS

 * Images depict a 4 Window Ellora Well with 4 power

CUT OUT DIMENSION

4 Window 7-7/8”	
4-7/8”

6 Window 10-7/8”
4-7/8”

MIN SURFACE DEPTH

3/8”

8-5/16”

5-5/16”

6-1/2”

2-3/4”

6-7/8”

7-1/2” 4-3/4”

POWER ENTRY OPTIONS

UL LISTED 
	 Corded
	 Hardwired 
	 4-Trac Interconnect
	 8-Trac Interconnect

UL RECOGNIZED 
	 Sequence 
	 Pattern® 

ETL LISTED
	 Sequence
	 Pattern®

CODES

NEW YORK
The Corded Double Ellora Well can be 
used in New York City as per the New 
York City Electrical Code.

CHICAGO
The Corded Double Ellora Well can be 
used on Listed freestanding furnishings in 
Chicago. Limitations apply. The Hardwired 
Ellora Well must be used on all other 
furnishings in Chicago.
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FINISHES 

Ellora Well is offered in 4 on-trend powder coated colors: Matte Black, Matte White, Matte Storm, and Matte Fog. The power and data 
options are molded plastic in the same colors. The inside faceplate is matte white, unless the unit is black, in which case the inside 
faceplate is also black. Custom options for finishes are also available. 

CONFIGURATIONS SIZE

Ellora Well offers 4 or 6 windows, 
as shown. Non-Powered integrated 
technologies can only be placed in the 
blank spaces below, along with powered 
technologies and power simplexes.

INTEGRATED TECHNOLOGIES

The power simplexes must be grouped together and installed at the right end of this 
product. Technologies requiring power must immediately follow.

FINISH AREAS

Anodized Aluminum 
Lid and Grommet

Powder Coated Inside 
Faceplate and Body

Simplex and End Cap

NON-POWERED

Retrofit Belay, Cat6, Cat6A, 
HDMI, VGA, Mini DisplayPort, 
Stereo Jack, Passive USB-A, 

and Passive USB-C

NOTE: Factory install only for Mini DisplayPort

POWERED
USB-A+C, 

USB-4C, Dual C+A

NOTE: Powered technologies do not transfer data

POWER  
SIMPLEX

Tamper Resistant &  
Hospital Grade 

Available

Matte Black 
Powder Coated

Matte Storm 

Matte White  
Powder Coated

Matte Fog 

Matte Black 

Matte White 

ANODIZED ALUMINUM  
LID AND GROMMET

INSIDE FACEPLATE & BODY

PLASTIC SIMPLEXES 
AND END CAPS

Matte White

Matte Black

Matte Storm

Matte Fog

Gloss White Midnight

Gloss Black Gloss Mulberry 
RAL

Silver Gloss Sand  
RAL

Parchment
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