BYRNE

Blueprint™

OVERVIEW

Blueprint brings power into alignment; an integrated grid
that reflects the clarity, balance, and intention of a well-
drawn plan.

* Product is pre-launch and subject to changes*

SPECIFICATIONS
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*Please note: depths (heights) are the
same for all port options.
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Cut Out Dimensions
Length Width Radius (Max-Min)
1 Window 3-1/16" 3-1/16" 0.60 - 0.50
2 Windows 5-7/16" 3-1/16" 0.60 - 0.50
3 Windows 7-7/8 3-1/16" 0.60 - 0.50
4 Windows 5-9/16 5-9/16 0.60 - 0.50
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CERTIFICATIONS CODES
UL LISTED ETL LISTED CHICAGO
Corded Corded Blueprint can be used on Listed freestanding furmnishings in

NOTE: NeoCon/Design Days Samples have not yet been listed
by UL and ETL. These are samples only, not to be used in
commercial setting.

Chicago. Limitations apply.

NEW YORK

Blueprint can be used in New York City, per the NYC
Electrical Code.

CONFIGURATIONS
1 Port 2 Port 4 Port
S 22 0| 2o
15 Amp Simplex ~ USB-A+C (20W) 1 15 Amp Simplex, él 0o
1 USB-A+C (20W) e

3 15 Amp Simplexes,
1 USB-A+C (20W)

3 Port
USB-C (60W)
b= 00 o
= a =
2 15 Amp Simplexes,
1 USB-A+C (20W)
Powder Coat Plated
White Mulberry Paprika Satin Nickel* m Champagne Brass
RAL 3005 RAL 3016
. Black Sand Dark Olive Polished Nickel” . Dark Bronze
RAL 1019 RAL 6020
. Gunmetal *Only available in 1 port configuration
. Storm Sage Lavender
RAL 7033 RAL 4009
Fog Gentian Sunflower Cord
RAL 5010 RAL D2
Powder Blue D White
RAL5024
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